AMENDMENT NO. 1 NOVEMBER 2015 
TO 
IS 6524 : 1972 CODE OF PRACTICE FOR INSTALLATION AND OBSERVATION 


OF INSTRUMENTS FOR TEMPERATURE MEASUREMENTS INSIDE DAMS 
RESISTANCE TYPE THERMOMETERS 


(Page 4, Fig. 1) — Substitute the following figure for the existing 
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(Page 5, clause 4.2.2, line 1) — Substitute ‘upstream face’ for ‘upstream fact 
i °C’ for ‘Ambient 


(Page 10, Appendix A, Field Record Sheet, line 2) — Substitute ‘Ambient temperature 


temperature °C’ 


(Page 10, Appendix A, Field Record Sheet, Informal Table Heading, METER RESISTANCE) 
Substitute ‘METER RESISTANCE (Q)’ for ‘METER RESISTANCE’. 
(Page 10, Appendix A, Field Record Sheet, Informal Table Heading, METER RESISTANCE) — 


Substitute ‘Present Reading’ for ‘Present Meter Reading 
(Page 10, Appendix A, Temperature Data Permanent Record, line 4) — Substitute ‘Meter resistance (Q) 


at.... °C’ for ‘Meter resistance at °C’ 
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